Security class WK4 according to the ENV1627
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Iris recognition
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Biometric access control
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Structural features
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The lock is protected by 2 drilling-resistant
manganese plates.

. The bodies of the main and additional lock are

installed in a protective steel box.

High-security hinges (with height adjustment mechanisms).
z

. On the hinge side, there are eight locking points

(pins) of 16 mm diameter.
On the lock side, there are twelve locking points and an
additional 2 pairs directed upwards and downwards.

. The door panel consists of a combined structure: grading,

sheet and again grading, so if the external grating has been
damaged, the door is still protected with the sheet and
internal grating. Performance advantages:

Adjustable hinges with support bearings.

Adjustable casing position in the door opening.

Locks can be replaced without disassembling the door.
Due to design change or mechanical failure the door does
not have to be changed simply replace the facia panel.
Double thermal insulation of the sheet: a 30mm layer
of pressurised rock wool on both sides of the sheet
(total 60mm). It provides excellent noise and thermal
insulation for the door.
The entire ultra strong structure of the door is covered by
finish boards whose colour and design can be customised.
The lock pins are protected against damage not by a
sheet, but by the 15mm flexed profile of the door case.
The casing is fastened in the door opening by 17 shafts

protected with 24 mm steel liners (straightforward to install)
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